A Series Low-level Order Picker

3930

w 11 Manufacturer HANGCHA GROUP CO.,LTD.
,E 1.2 Manufacturer’s type designation CJD25-AC2-L
- 1.4 Operator type: hand, pedestrian, standing, seated, order-picker Order-picker
.°E" E 1.5 Rated capacity/rated load Q (kg) 2500
g 16 Load centre distance ¢ (mm) 1200
19 Wheelbase v (mm) 2921
=
> 21 | Service Weight kg 1130
=
3.1 Tyres: solid rubber, superelastic, pneumatic, polyurethane PU
) 3.2 Tyre size, front ®230x75
ﬁ 33 Tyre size, rear ®85x70
f{ 3.4 Additional wheel (dimensions) ®125x50
g 35 Wheels, number front / rear (x = driven wheels) 1x+2/4
L 36 Tread, front bio (mm) 546
3.7 Tread, rear bi1 (mm) 370
4.4 Lift h3 (mm) 125
415 | Fork height,lowered h13 (mm) 85
" 419 | Overall length I1 (mm) 3730
H 421 | Overall width bi(mm) 800
g 4,22 | Fork dimensions s/e/l (mm) 64/170/2400
.g 4.25 Distance between fork-arms bs (mm) 540
4.32 | Ground clerance,center of wheelbase mz (mm) 21
4.34.2 | Aisle width for pallets 800 x 1200 lengthways Ast (mm) 3930
4.35 | Turning radius Wa (mm) 3130
g 5.1 Travel speed,laden/unladen km/h 7.0/10
g % 5.2 Lift speed,laden/unladen m/s 0.032/0.069
:8: Q 5.3 Lowering speed,laden/unladen m/s 0.042/0.033
& 5.8 Max.Gradeability,laden/unladen % 6/16
o 6.1 Drive motor rating S2 60 min kW 2.2
',E ';En 6.2 Lift motor rating at S3 15% kw 2.2
g S 6.4 Battery voltage,rated capacity V/Ah 24/360
Battery voltage,rated capacity,Optional V/Ah ~24/420
8.1 Type of drive control AC
91 Manufacturer CURTIS
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A series low-level order picker is mainly applied in long-distance trans
portation among the production lines. Low operator platform

for frequent and effortless entry and exit. Thanks to the standing
design, it can greatly improve the efficiency of operations.

Furthermore, for indoor application, the electric drive system is
environmental friendly within the workshop. Therefore, this
product is a good partner of automobile manufacturing, logistics
companies, warehouses and other places, fields which has broad
application prospects.

Environment/
Efficiency/
Economy

Appearance

/ A series low level order picker applied professional
industrial design, stream lines, and compact, and fully
ergonomic consideration, in line with the latest design
trends.

/ Applied steel stamping and injection molding processes
for front and back guard, which is robust, durable, and

also environmental compliance.



